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§ 150.519 Emergency drills.

The licensee shall conduct each
emergency drill specified in the Oper-
ations Manual at least once every 30
days.

§ 150.521 Housekeeping.

(a) The licensee shall keep walking
and working areas clear of all loose
hazards that could cause tripping or
stumbling.

(b) The licensee shall store portable
equipment when it is not in use.

(c) The licensee shall eliminate slip-
pery conditions on the platform as
soon as practicable.

(d) No person may suspend a portable
light by its cord unless the means of
attachment of the cord to the light
prevents the light from being sus-
pended by the electrical connections.

(e) The licensee shall keep each area
near a lifeboat, inflatable life raft, or
means of escape described in §§ 149.421
and 149.423 of this chapter clear of ob-
structions that would interfere with
immediate use of the lifeboat, life raft,
or means of escape.

§ 150.523 Illumination.

(a) The licensee shall illuminate each
walking and working area.

(b) No person may enter any dark
place that does not have installed illu-
mination unless he has a flashlight or
other suitable portable light.

(c) No person may use matches or
open flame lights as illumination.

§ 150.525 Emergency Medical Techni-
cian.

The licensee shall ensure that at
least one person who holds a certificate
of completion of the Department of
Transportation, National Highway
Traffic Safety Administration Basic
Training Course (81 hours), from a
state or from the National Registry of
Emergency Medical Technicians, is on
the PPC at all times.

§ 150.527 First aid station.

(a) The licensee shall ensure each
first aid station on a PPC has enough
medical supplies and equipment for the
Emergency Medical Technician to pro-
vide emergency medical care.

(b) The first aid station may not be
used for any purpose that prevents its
immediate use as a first aid station.

Subpart F—Aids to Navigation at
Deepwater Ports

§ 150.601 Applicability.
The rules in this subpart apply to the

operation of aids to navigation at a
deepwater port.

§ 150.603 Applicability of other regula-
tions.

Section 66.01–20 of this chapter also
applies to aids to navigation at a deep-
water port.

§ 150.605 Aids to navigation: power
supply.

The licensee shall maintain:
(a) Voltage at every operating lamp

of each light at or above the operating
voltage listed on the light; and

(b) The input power to the fog signal
at or above the minimum input power
listed on the fog signal.

§ 150.607 Lights.
(a) The licensee shall display each

light required in Part 149 of this sub-
chapter between sunset and sunrise
local time.

(b) During construction of a platform
or SPM, the licensee shall mark the
structure with at least one of the fol-
lowing:

(1) The obstruction lights required in
Part 149 of this chapter for the struc-
ture.

(2) The fixed lights of a vessel attend-
ing the structure.

(3) General illumination lights on the
structure that meet or exceed the in-
tensity requirements for the obstruc-
tion lights required in Part 149 of this
subchapter for the structure.

(c) The licensee shall ensure that
each light using a lens is operated with
the light source at the focal point of
the lens as determined by the means
required in § 149.724 of this subchapter.

(d) The licensee shall ensure that the
focal plane of each platform obstruc-
tion light when operated, and of the ro-
tating lighted beacon when operated, is
always coincident with the horizontal
plane passing through the light source.

VerDate 18<JUN>99 15:08 Aug 24, 1999 Jkt 183124 PO 00000 Frm 00229 Fmt 8010 Sfmt 8010 Y:\SGML\183124T.XXX pfrm02 PsN: 183124T


		Superintendent of Documents
	2015-01-12T13:14:30-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




